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Section I General Information

Product Name: American Clay Sanded Primer

National Paint and Coatings                 Hazardous Material Identification
                                         Association                                                     System

Health Hazard 1 – Slight

Flammability Hazard 0 – Minimal

Reactivity Hazard 0 – Minimal

Personal Protection E – Glasses, Gloves,
Dust Respirator

Manufacturer: American Clay, LLC
2601 Karsten Court SE
Albuquerque, NM 87501  
Vox: 505.385.3441
Fax:  505.244.9332

Section II Hazardous Ingredients

Chemical Name CAS Number % Exposure Limits Carcinogens Materials

             None known

Section III Physical Chemical Characteristics

Boiling Point: 100 C Weight/gal + -5%:  10.8#
Vapor Pressure: Not Applicable Melting Point:  Not Applicable
Vapor Density: (air =1)    1 Evaporation Rate:  (BUOAC=1)      1 (for water)
Solubility in Water: Miscible in water                           VOC (gm of VOC less water)  0 gm/L
Appearance and Odor: Yellow and Mild

(1) Typical amount, not a specification
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Section IV Fire and Explosion

Flammability: Non-Combustible Upper & Lower Flammable Limit: Not Applicable
Auto Ignition Temp: Not Applicable Special Firefighting Procedures: Not Applicable
Combustion Products: Not Applicable Sensitivity to Mechanical
Flash Point: Not Applicable  Impact/Static Discharge: Not Applicable

UNUSUAL FIRE AND EXPLOSION HAZARDS: None Known

Extinguishing Media:  Water s recommended for combustible fiber containers of 50 gallons.  This is a water-borne coating;
it will not burn, unless all the water has evaporated.  The dried polymer in the product will burn.  In this case, use foam,
carbon dioxide, dry chemical or water.

Special Firefighting Procedures: None except in confined areas.  Wear NOSH/MSHA approved self-contained full face
positive pressure breathing apparatus and appropriate protective clothing.

Hazardous Decomposition Products: Oxides of carbon.  If water is all evaporated, non-volatiles will burn giving off carbon
monoxide, carbon dioxide, and hydrogen chloride.

Section V Reactivity Data

Stability: This product is stable under normal conditions of usage
Hazardous Polymerization:                   Will not occur.
Hazardous Decomposition Products: Oxide of carbon and hydrogen chloride may be formed by the pyrollisis of solids.
Conditions to Avoid:                               Avoid extreme heat.  Avoid freezing, product will coagulate.
Incompatible Substances: Acid and salt solutions may coagulate the binder.  Avoid strong oxidizing
substances.

Section VI Health Hazard & Toxicological Information

Exposure Limits:       OSHA Permissible Exposure Limits (PEL) and Threshold Limit Value (ACGIH) Ð Not established.

Effects of Overexposure:

Ingestion:                Unknown for the product mixture.  May cause nausea, vomiting and intestinal pain.
Skin:                        Unknown for the product mixture. May cause irritation, dermatitis, given repeated or prolonged skin
contact.
Eyes:                       Unknown for the product mixture. Direct contact may cause eye irritation.  Consult a physician if

irritation                       persists.
Inhalation : Unknown for the product mixture. Trace amount and residual vapors may be irritating to eyes, skin,

mucus membranes, respiratory tract, and may produce symptoms of headache, nausea in poorly
ventilated areas.  Remove subject to fresh air.

Section VII Spill, Leak & Disposal Procedures

Response to Spills:        Restrict areas to only those personnel needed.  Stop discharge and contain spill or contaminated
material using, dike, barrier or other means.  Recover with pumping equipment, vacuum truck,
absorbent, vermiculite or other means.  Place contaminated material in suitable containers for
further handling

Hazards to be Avoided:  Do not flush to stream, other bodies of water or sewer.  Avoid contact with eyes or skin.

Spill Notification:             Check federal, state and local reporting regulations.

Disposal Methods:            (a) Recycle, if feasible.
                                            (b) Incinerate in authorized facility.
                                            (c) Treatment at industrial or liquid waste facility.

                                            (d) Landfill in authorized facility. (Solidification or fixation may be required prior to landfill
disposal.)
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NOTES: IF DISCARDING THIS MATERIAL, DISPOSE OF IN ACCODRANCE WITH LOCAL, STATE, AND FEDERAL
REGULATIONS.

Section VIII Safe Handling and Use Information

Respiratory Protection: None should be required if adequate ventilation is provided.  Otherwise, a NIOSH/MSHA
approved chemical cartridge respirator with organic vapor cartridge is recommended within equipment limitations.  Comply
with OSHA 1910. 134 (29 CFR), Respiratory Protection.

Other Protective Equipment:

 For Hands and Body:            Chemical resistant gloves impervious to water and soap are recommended for
hand protection.  Work clothing for general body protection and other protective
clothing as necessary to prevent repeated or prolonged skin contact.

                 For Eyes:                              Safety glasses and available eye bath.

                 Ventilation:                              General (mechanical) room ventilation is expected to be satisfactory.

                 Other:                                     1) Use under well-ventilated conditions. 2) For personal hygiene protection, we
recommend that the employees wash thoroughly after handling product.  Always
wash up before eating, drinking, smoking or using restroom facilities.

Section IX Special Precautions

Recommended Storage Practice and Conditions:   Protect product from overheating.  Avoid freezing temperatures.
Storage tanks should be lined or constructed of 316 SS to prevent corrosion.

Other Precautions: For Industrial use only.  No special precautions needed if product is handled in accordance with
good manufacturing practices.  Avoid freezing, since this will cause the binder to coagulate.
Always wash up after handling product and before eating, drinking, smoking, or using restroom
facilities.

Section X Labeling Regulatory Information

TOSCA     The product meets the compositional requirements of the toxic substances control act and contains only
chemicals ingredients that are listed on TOSCA inventory.

Sara title III, sec 313 This product does not contain toxic chemicals at  or above the de minimums concentrations subject
to the reporting requirements of section 313 of title III of the Superfund Amendments and Reauthorizations Act of
1986(SARA) and 40 C.F.R. part 372.

PROP 65.  Are paints and coatings contain ingredients that are allowed for use in the state of California under the
regulations of prop 65 which contains no known chemicals to cause cancer and/or birth defects or other reproductive
harm.

D.O.T. SHIPPING NAME   Non-Regulated
D.O.T. SHIPPING LABEL    Not Applicable

Section XI UserÕs Responsibility

A bulletin like this cannot be expected to cover all possible individual situations.  As the user has the responsibility to
provide a safe workplace.  All aspects of an individual  operation should be examined to determine if or where precautions
in additions to those described herein, are required.  Any health hazard and safety information contained herein should
be passed on to your consumers and/or employees, as the case may be American Clay must rely on the user to utilize the
information we have supplied to develop work practice guidelines and employee instructional programs for the individual
operation.
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Section XII Disclaimer

The information and recommendations set forth herein has been compiled by American Clay, LLC, from sources it
considers reliable, and is accurate to the best of American ClayÕs knowledge.  American Clay makes no representation as
to the completeness or accuracy thereof, and information is supplied upon the express condition that the persons
receiving same will be required to make their own determination as to the suitability for their personal use. This information
is supplied simply to be informative and to alert the user of the material.


