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All building, plumbing, electrical, and safety codes supersede the instructions in this manual.   

 Use this manual at your own risk. 
 



Equipment for proper installation: 
• For aluminum, vinyl, or wood siding – jig saw – bi-metal blade if necessary, for ducts’ 

holes 
• For aluminum, vinyl, or wood siding – Drill 
• For aluminum, vinyl, or wood siding – ¼” drill bit for thermostat wire, and for ducts’ pilot 

hole, longer than the wall thickness 
• For masonry wall – ¼” masonry drill bit for thermostat wire and for making duct holes, ~6” 

long  
• For masonry wall – hammer drill 
• For masonry wall – prying tool to remove brick/concrete pieces 
• Screws for attaching wall mounts to wall surface. 
• 3/8 driver bit for installing Tek screws 
• Socket (square) driver bit for wall grill screws 
• Tape for placing the template on the wall 
• Outdoor sealant – high quality outdoor silicon or outdoor polyurethane sealant 
• Caulk gun 
• Measuring Tape 
• Dust Pan/Vacuum & Flat Shovel or Broom to clean up 
• Level  
• Stud finder – for locating studs 
• Clean rags – temporarily needed only to stop drywall/wood dust from entering collector if 

house is under construction, turn off thermostat.  Remove & turn on thermostat when 
construction is complete & construction dust has been cleaned up. 
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Cardboard Template

- Locate SolarSheat duct holes
- Collector can be installed "landscape" style as well as "portrait", as shown
- 1500G should not be mounted with PV section (head) below absorber (body)
- Be careful of electrical wires!
- Be careful of plumbing!
- Be careful of gas piping!
- Tape template temporarily to wall

1.75 x Overhang 

the template above the 
Keep the lower edge of 

snow line.

below the overhang

Keep upper edge of
the template at least 

Overhang
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wall mount

Cardboard Template

- Be careful of electrical wires!
- Be careful of plumbing!
- Be careful of gas piping!
- Drill pilot holes through center of template & through entire wall
- Cut 5-1/8" to 5-1/4" duct holes through template & outter wall with jig saw
- Cut matching holes on the inside of the building with jig saw
- Cut matching holes in the insulation in the back of the collector using a knife.
- Align lower mount to bottom of template as shown
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Lower Mount

- Drill holes for mounting screws
- Screw lower mount to wall

- Choose appropriate mounting screws for wall material

mounting screws (not Included)

Drill holes for mounting screws
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Trim duct to fit
into the wall

- Install Thermostat (Red to RH, White to W)
- Install wall grills

- Trim wall grills
- Insert Backdraft damper

backdraft damper Wall Grill

Wall Grill Screws #8 flat screwsThermostat
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